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Yes Mork is on lndion brond, offers Variable dato coding solutions to opply 

identification marking such as vorioble dates, traceobility codes. logos ond botch 

code on most of the moteriol of surfoce quality of printing delivered using the lotest 

automatic monitoring system simplicity of setup service and operotion through on 

easy to use menu system. Powerful ond flexible print option. The Yes Mark give the 

Derformonce with a low cost of ownershiD 
 
 
 
 

 
 
 
 

Print Height 
1.8mm-15mm 

 
 
 
 

10.1 Inch Color 
Touchscreen, Now 
Operotion Interface 

 

Printing Data 

Port 
USB Port & 
Ethernet Cable 

 
 
 

Intutuiove icon guide 
operotion interface, 
friendly printing experienc e 

 

Auto cleoning 

IVlotion COI3f 

Reloible aviation 
connector 

 

New Printheod 
New Printheod Design, 
More reloible ond Stable, 
Eosier To Adjust 

Hindi,Bengoli, English, Number,Production 
Dote, Lot No., Bar Code, Imoge/ Logo, 
Expiry Dote, Counter, Shift etc. 

Cleoning pump will push cleoner into gunbody 
to ensure nozzle and gutter clean and avoid ink 
streamline problem while start jetting next time. 
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• Service moéule filter change interval 6000 hours or 24 months for dye based ink 

» 4000 hours of 12 months for soft pigmenteé inks 

• Hardware configuration 4 core CPU, main frequency 1.4 GHz, stonéord I GB rom 

” 8 GB EMMC PROTOCOL — MODBUS standard inéustriol protocol 

^ 10.1 inch colour touch screen with tough solvent resistance guoré 

» Robust, flexible 3 meter conduit tor static and moving print head applications 

• Duroble gear pump, separate diophrogm pumps for ink and makeup addition (3 pumps) 

DIMENSION — main controller 370mm—31Omm 510mm 
» print head : 23Omm* 44mm* 4lmm* 

 
 
 

Con print 1 to 5 lines of print with max speed of 285 m /min* 

QT software 10.1 inch LVDS high resolution (1280*800) big touch screen with tough 

Solvent resistance guard, simple operotion experience on new user friendly interface 

SOFTWARE UPDATE — simple remote update of softwore with lotest function 

Multi language menu and keyboard, English, Arabic, Russian Japanese ond Persian, 
etc. New QT system very easy to od4 any language. 

+  WYSIWYG onscreen massage /logo editing with drag and drop field positioning 

Single start stop button to ensure correct shutdown and relioble startup 

Graphical user interface and messages available in Multiple languages 

Dynomic messoge storoge (over 1,000 messages) 

Real oné expiration time oné Aote, shit ond rollover 

Functions product and batch counting programmable 

Password security, automatic diagnostics event log 

Service reminder downloadable  software  update 

FONTS — 5x5, 7x5, 7x9, 10x12, 12x16, 18x24, 24x32 
= Support windows all vector and lattice fonts and dynamic massage printing 
= PRINTING CONTENT— dynamic printing of 140 types of barcode 2d code, Chinese. English, 

number, dote, time, logo, barcode, batch numbers, class type, serial number etc 
+ In Our Software, 90° Printing and Tower Printing ore olso available 

 
 
 

• Intelligent hydraulic system guarantee well- seoled ink oné makeup 

• Throw distance - 30-35 mm from print head to surfoce 
Aviation connector for photocell, encoder ond beacon 
RUGGED STAINLESS STEEL PRINTHEAD — suits almost all the general purpose 
applications and does not require frequent cleoning 
Ease -f access all the ports oné print head for any service if required 
750ml mistake proof ink and mokeup cartridges. 
No expensive components. No external air supply. No moéule oné No 
special tool require to run or to maintain. 

 
 

 

Pr‹.›duct detector 
Shoft encoder seconA product detector External single-stage 
alarm output (24v) with multi Stage alarm option 
USB 
Ethernet 
Dual alaarrmm oouuttpuutt (VVoolltt——rreeee and 24V output) (option) 
RS232 (option) and Parallel/O (option) 
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) RESOLUTION ADJUST 

 

 

    NORI RELAIBLE AXB PROFESSIOXAL HAR£ 
Use of Cortex—A7 1.2GHz dual core industrial 

groée processor, self developed industriol 

grade FPGA. More stable, reliable and 

anti-interferences in various conditions 

rendering the printing o unique experience, 

The print engine uses TU dedicated ASIC 

chip, o perfect motch for a voriety of original 

and licensed HP Inks. professional Cartridge 

preheat algorithm to ensure optimum print 

quality at high end low temperetures 

and environments. 

 

 

Intelligent embeéAed Linux operoting system 

provides a professional oné more user friendly 

interface. Embedded powerful drop consumption 

olgorithm thot allow instont calculation of cost 

per print. Powerful variable functions of the 2D 

Code to meet the today growing customers' 

éemoné. Efficient oné flexible variable dotobose 

functions to meet various opplicotions 

requirements for product traceability. 
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Main Hardware 
 
C am mu n‹ c a I i a n nt e rt a c e 

E x I er na I I nt e rl a c e 

Supported Languages 

Embedded Opefating System 

C a r I o x - A 7  1.2 G H z  d u a I  c o r o p r a c e s s a r i n d u s t r i a i g r a d o F P G A c h i p 

R S -2 3 2 

I ta I i a n. E n g I i s n , F r e nc h. F i n n l s h. A ra b i c , D a n i s h, Ge r m a n. R u s s i a n . No r w e g i a n. P o f t ugue s e , S p a ni s h. a pa nc s e 

Ba d y M a t e r i a 

Di m o nsi o n 

A B S i» e la I ( s I n i ri Ie s s s I e e I } 

c on tr oI I a r 13 6 m m x 8 7 m m 3 6 w m . p r n t h ea d . 14 m m ' 8 7 . 8 m m “ 2 7.3 m m 

WOrking EnvirDnment T e in p e r a t u re 0 -4 5 d e g re e 

N o zz I e Ty p e 

P ri n t A c c u ra c y 

P ri n t H e i g hI 

T I e r ni a I I y F o a n1a b I o Hc a d T I J 2 5 

1 50 0 P I ' 3 0 0 D P 1 6 D D D P I 

P r i n t i ng 

He a d 

Pr i n t  d i s t a n c e 

P r i n t C o n t e n t s 

P r ‹ n I a b I e S u bSI r a t e s 

M i ri i n› t re  1 ml rtz / M a x i n ‹i m 12 . 7 n1 ni 

1 m m to 2 m m 

C :› I rl I› c : t ‹J . P I .a s r i c , Lt ‹’ t . I . C .z h I r s , E I t’ c I r o n i c r o ns p o n ‹‘ ri I s , A « I o P a t s . I n n i s I r i a I C h t' nz i c .› I ;› n c k ¿ i o , P h .a i n .1 t ‹‘ ti I i c .› I s .a nct n o i v 

I-I |K  T fl' rt t{ rJ t to NJ S UI tJ I V t' l1 I tJ J 8 ‹’ NJ 11I ‹\ I I F l tt Lj t 

I n k C o I o r 

C a rt r i d g e C h i p 

B I a c k . W h i t e . R e d . Y e I I o v , Blue , G r e e n , S t e a I t h . UV re a d a b I e 

C o n t a c t I e s s R F I D t ‹a g s fo r a u t o m a t i c i d r n t ‹fi c a t i o n a n d r e c o r d i n g i n k p a r a m e t e r s a n d c o n s u m p t i o n s 

INDUSTRIAL GRADE INCH TOUCH SCREEN 

SNAP-ON CARTRIDGE, MORE SIMPLE AND RELIABLE 

ADJUSTABLE INKJET CONCENTRATION TO MEET DIFFERENT NEEDS 

SUPPORT LARGE CAPACITY INK BAGS AND CONTINOUS INK SUPPLY SYSTEM 

MULTIPLE BRACKETS ALONG WITH VARIOUS INSTALLATION METHODS TO CHOOSE 

EASILY MATCH THE WEIGHING MACHINE PACKING AND PAGING MACHINE 
 
 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Packing carton Medicine Furniture and wood Food packaging PET plastics 
 

 

 

 
 

GS1 Data  Metrix oynamlc security barcode Multi- group printing HD bold font Mulfi-dot font 
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GSP PACKAGING SOLUTION 
Heod office: C-397,SECTOR 10-NOIDA G.B NAGAR 
UTTAR PRADESH -201301 
BRANCH OFFICE: DELHI ,HARIDAWAR ,KOLKATA, MP. 
BIHAR. 

 
Marketed By: 
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