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Kubs is a company committed to building world-class physical security equipment. With its 
state-of-the-art manufacturing plant coming up in Chennai, Kubs is all set to custom-make safes, 
as per specific customer requirements…all the while setting its sights on meeting the highest 
international standards. An ISO 9001:2008 Company 

SPECIFICATIONS
Model 2D 3D 4D
External Dimension (in mm) 864H X 551W X 824D 1231H X 551W X 824D 1598H X 551W X 824D

Drawer Size (in mm) 294H X 388W X 636D 294H X 388W X 636D 294H X 388W X 636D

 For each drawer For each drawer For each drawer  

Volume (in Litres) 72.5 per drawer 72.5 per drawer 72.5 per drawer

Weight (in Kg) 246 330 434

Certification UL 72 Class UL 72 Class UL 72 Class

What do 
you expect after 
2 hours of 
a raging fire? 
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Now, you may find it difficult to find a filing cabinet that has been through fire, literally 

speaking. And fire, at 1090 C for 2 hours at a stretch. That is the kind of quality testing 

that Sentinel is put through and that is the kind of fire, your files and documents will be 

protected from. 

Feel Secure

2 I
NDEPENDENT LOCKS & KEYS

TELESCOPIC CHANNEL

UL 72 - Tests for Fire Resistance of 
Record Protection Equipment

> 2 hours Fire tested and Impact tested

> Two independent locks with two different keys

> Telescopic channel requires just a gentle push for locking

> State-of-the-art inter-mechanical lock 

> Double extension telescopic slides designed to withstand 
 90kg loading per drawer

> Galvanised steel & Modern powder-coated finish for corrosion resistance

Keep your valuable deeds, documents, ledgers, 
deposit and loan records absolutely safe.

90
KG LOADING PER DRAWER

FIRE 
RESISTANT

*Design, illustrations and specifications shown in this catalogue are only indicative and are subject to constant improvements and hence not binding.


